
Description
Cody 2 LED Picture Light provides uniform warm white illumination. The 
97+CRI light easily replaces a high wattage T-type incandescent or halogen 
MR16 without harmful IR, UV or mercury. The fixture head has a 90° 
vertical adjustment range and is dimmable with an electronic low voltage 
dimmer. Cody’s LEDs provide 50,000 hours or about 20 years of economic, 
maintenance-free light, when operated at 6 hours per day, resulting in a low 
cost of ownership. Fixture includes 5 year warranty.

Finish 
Satin Nickel or Antique Bronze

Mounting  
Easily mounts to wood frame, metal frame or wall. Canopy version mounts 
to standard rectangle or round junction box with transformer tuck inside. 
120-12V volt plug-in version comes with 10 ft long cord and transformer. 
Adjustable mounting bracket for frames up to 50 lbs is provided.

Lamp Specification
Cody 6: 7.3 total watts, 2961K, 97CRI LED, 198 lumens 27 lumens per watt, 
97.6 R9 value; 70% lumen maintenance based on 50,000 hours of operation 
Cody 12: 13.5 total watts, 2961K, 97CRI LED, 401 lumens 29 lumens per 
watt, 95.2 R9 value; 70% lumen maintenance based on 50,000 hours of 
operation

Adjustability  
Pivots 0° to 90° vertical and 0° to 20° horizontal 

Dimming Information
Dimmable with Lutron Skylark or Diva electronic low voltage dimmers.  
For additional details, see Cody Dimming Chart at www.edgelighting.com 

Power Supply
Constant current 350 mA driver - Dimmable with low voltage electronic 
dimmer. 

Dimensions 
Cody 6    H 1.65" x W 6.4" x D 11.12" (H 4.2cm x W 16.25cm x D 28.25cm) 
Cody 12  H 1.65" x W 12.4" x D 13" (H 4.2cm x W 31.5cm x D 33cm)

Cody 6 provides uniform illumination to frames from  
8" W x 10" H to 24" W x 18" H (photometrics on next page)

Cody 12 provides uniform illumination to frames from  
24" W x 32" H to 32" W x 32" H (photometrics on next page)
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CODY 2 LED PICTURE LIGHT - 97+CRI
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FOOTCANDLE ChArTS No UV or IR 
3000K to bring out the blues 
High R9 to bring out the reds
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HPLED Optical&Electrical Fast Meters Test Report

Cody Picture Light 6"  (CPL-6-SN)

Product Mark

Product Type :0.07 Amps,7.3 Watts Manufacturer :

Temperature :'C Humidity :%

Operator :tmp Test Date :2014-01-07

Chroma Parameters

  Chro.Coor.: x=0.4386  y=0.4029     u=0.2522  v=0.3474    duv=-0.0008

CCT: Tc= 2961K   Dominant Wave.: 584.2nm   Purity: 52.6%   

R ratio: R= 25.0   Peak Wavelengh: 639.5nm   Half Width: 172.2nm

Rending Index:  Ra= 97.5

R1 =98.8 R2 =97.7 R3 =93.1 R4 =97.8 R5 =97.7 R6 =96.2 R7 =99.6

R8 =99.2 R9 =97.6 R10=92.1 R11=96.5 R12=80.6 R13=98.6 R14=95.0

R15=99.3
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Photo Parameters

Flux:  198.24lm Effi.:  0.0lm/W Radiant:  789.3mW Iv:  0.0mcd

Ele. Parameters

Forward Current:If=0.0mA Forward Voltage:Vf=23.54V

Reverse Voltage:Vr=5.00V Reverse Current:Ir=0.00uA

Instrument state

IntgeTime:  93.243ms VPeak:  15146 VDark:  1373

Scan Range:  380-780nm

This system made by HongPu Optoelectronics Technology CO.,LTD

rending Index: ra= 97.5

R1 =98.8 R2 =97.7 R3 =93.1 R4 =97.8 R5 =97.7 R6 =96.2 R7 =99.6

R8 =99.2 R9 =97.6 R10=92.1 R11=96.5 R12=80.6 R13=98.6 R14=95.0

R15=99.3

CODy 2 LED PICTurE LIghT wITh 6" ShADE 
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HPLED Optical&Electrical Fast Meters Test Report

Cody Picture Light 12"  (CPL-12-BZ)

Product Mark

Product Type :0.12 Amps,13.5 Watts Manufacturer :

Temperature :'C Humidity :%

Operator : Test Date :2014-01-07

Chroma Parameters

  Chro.Coor.: x=0.4513  y=0.4134     u=0.2558  v=0.3514    duv=0.0018

CCT: Tc= 2845K   Dominant Wave.: 583.9nm   Purity: 59.6%   

R ratio: R= 25.6   Peak Wavelengh: 641.3nm   Half Width: 166.7nm

Rending Index:  Ra= 97.1

R1 =98.6 R2 =97.8 R3 =94.2 R4 =97.5 R5 =96.4 R6 =95.8 R7 =98.8

R8 =98.3 R9 =95.2 R10=92.3 R11=97.2 R12=80.4 R13=98.2 R14=95.6

R15=97.8
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Photo Parameters

Flux:  401.40lm Effi.:  0.0lm/W Radiant:  1613.8mW Iv:  0.0mcd

Ele. Parameters

Forward Current:If=0.0mA Forward Voltage:Vf=23.54V

Reverse Voltage:Vr=5.00V Reverse Current:Ir=0.00uA

Instrument state

IntgeTime:  41.534ms VPeak:  14188 VDark:  1329

Scan Range:  380-780nm

This system made by HongPu Optoelectronics Technology CO.,LTD

rending Index: ra= 97.1

R1 =98.6 R2 =97.8 R3 =94.2 R4 =97.5 R5 =96.4 R6 =95.8 R7 =98.8

R8 =98.3 R9 =95.2 R10=92.3 R11=97.2 R12=80.4 R13=98.2 R14=95.6

R15=97.8

CODy 2 LED PICTurE LIghT wITh 12" ShADE 

R1 98.6
R2 97.8
R3 94.2
R4 97.5
R5 96.4
R6 95.8
R7 98.8
R8 98.3
R9 95.2
R10 92.3
R11 97.2
R12 80.4
R13 98.2
R14 95.6
R15 97.8
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