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G H T SP-PBX-SO-XX-XX-NAK-E26-XXX

CAUTION

Turn off the main power at the circuit breaker before installing the fixture in order to prevent
possible shock. If you are unfamiliar with proper electrical wiring connections, obtain the
services of a qualified electrician.

GENERAL

Read all instructions carefully for safe operartion and installation.

All electrical connections must be in accordance with local and national electrical code
(N.E.C.) standards. Remove the fixture and mounting package from the box. Make sure no
parts are missing by referencing the illustrations on these Installation Instructions.

Please contact Blackjack Lighting at 847-941-0588 if any parts are missing or damaged.
This product is suitable for DAMP locations.

PREPARATION
1. Remove the fixture from its box.

2. Pull the supply(2&4) and house ground(6) wires out from the outlet box(1) and thread them through the large
center hole in the ceiling plate(10). Then attach the ceiling plate(10) to the outlet box(1) using the mounting
screws(9).

ELECTRICAL CONNECTIONS

3. Using the wire connectors(8), connect the white supply wire(2) to the white fixture wire(3); connect the black
supply wire(5) to the black fixture wire(4); and connect the house ground wire(6) to the fixture ground wire(7).
Tuck the wires back into the outlet box(1).

MOUNTING

4. Loosen strain relief screw(14) and adjust the wire(15) to the required length. Wind the excess wire into a
loop, then secure it together with the included Velcro strap so that it doesn’t come undone. Then tuck it into the
canopy cover(11).

5. To secure the canopy cover(11) to the ceiling plate(10) align the holes on the bottom of the canopy
cover(11) with the threaded standoffs(13) secured to the ceiling plate(10). Then insert and tighten the two
thumbscrews(12) into the standoffs(13) to secure everything together.

FINAL ASSEMBLY

6. Insert the lightbulb (not included) into the fixture socket.
DIMMING

Fixture Dimming Type: E26 Socket: no dimming options.
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INSTALLATION INSTRUCTIONS
SP-PBX-SO-XX-XX-NAK-E26-XXX
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1. OUTLET BOX (By others)
2. WHITE SUPPLY WIRE

3. WHITE FIXTURE WIRE
4. BLACK FIXTURE WIRE

(11) 5. BLACK SUPPLY WIRE

~{12) 6. HOUSE GROUND WIRE

7. FIXTURE GROUND WIRE
8. WIRE CONNECTORS

9. MOUNTING SCREWS
10. CELING PLATE
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14. STRAIN RELIEF SCREW
15. WIRE

(16) 16. METAL SHADE
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CAUTION

Turn off the main power at the circuit breaker before installing the fixture in order to prevent
possible shock. If you are unfamiliar with proper electrical wiring connections, obtain the
services of a qualified electrician.

GENERAL

Read all instructions carefully for safe operartion and installation.

All electrical connections must be in accordance with local and national electrical code
(N.E.C.) standards. Remove the fixture and mounting package from the box. Make sure no
parts are missing by referencing the illustrations on these Installation Instructions.

Please contact Blackjack Lighting at 847-941-0588 if any parts are missing or damaged.
This product is suitable for DAMP locations.

PREPARATION

1. Remove the fixture from its box.

2. Separate the ceiling plate (10) from the canopy cover (11) by removing thumbscrews (20) from studs (16)
MOUNTING DRIVER

3. Pull the supply wires (2&4) and the house ground wire (6) out of the outlet box

4. Using the wire connectors (8), connect the 120-277V white supply wire (2) to the white driver wire (3);
connect the 120-277V black supply wire (5) to the black driver wire (4);

5. (optional) For the LED driver, connect the pink and purple wires (20) to the 0-10v dimming control wires
coming from the junction box.

6. Bring all of the low voltage wires from the driver (17) through the large center hole of the ring (10). Push driver
(17) into junction box (1). Support driver (17) by attaching ring (10) below with mounting screws (9) attached to
Junction box (1).

FINAL ASSEMBLY

7. Loosen the strain relief screw (21) and adjust the wire (22) to the required length. Once the wire (22) is at the
desired length, retighten the strain relief screw (21). Wrap the excess wire around inside the canopy cover (11) or
cut as needed.

8.Connect low voltage output wires (13 and 15) from driver (17) to low voltage fixtures wires (12 and 14)

Note: (DO NOT CONNECT low voltage fixture wires DIRECTLY TO 120-277V). Connect Red +DC out driver
wire (13) to white (+DC) fixture wire (12) and blue-DC Out driver wire (15) to black-DC fixture wire (14) using
the quick connectors (18) provided.

9. Secure the canopy cover (11) to the ceiling plate (10) by aligning the two holes on the face of the canopy
cover (11) with the mounting studs (16) on the ceiling plate (10). Then secure them together with the two thumb
screws (20) provided.

11. Carefully place the glass diffuser (24) over the fixture downward facing threaded rod. Then secure them
together with the decorative screw (25).

DIMMING
Fixture Dimming Type: Universal (TRIAC, ELV, or 0-10V). For recommended dimmers see blackjacklighting.com.
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