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System Type Wattage Canopy Type Lens Length* (Inches) Color Temperature Finish

SWP – D – 5W – C4R – 12 – 30K – SN
SWP

SWWP

Solina 360 Wall or Ceiling 
with ELV Power Supply 
in Canopy
Solina 360 Wall or Ceiling 
with 2 in 1 Dimmer and 
96W Power Supply at 
Wall Jbox

D Diffused Rigid Tube 1.2" 3W*
5W
7W

3 Watts per ft
5 Watts per ft
7 Watts per ft

E1R
E4R
C1R
C4R

End Feed 1" Rectangle Canopy
End Feed 4" Round Canopy
Center Feed 1" Rectangle Canopy
Center Feed 4" Round Canopy

12-96 Order in order in 2" 
increments from 12"-96"

24K
27K
27D
30K
30D
35K
40K

2400K Very Warm White
2700K Incandescent White
2700K Warm Dim to 2000K
3000K Warm White
3000K Warm Dim to 2000K
3500K Neutral White
4000K Cool White

BK
PN
SB
SN
MW
XX

Black
Polished Nickel
Satin Brass
Satin Nickel
Matte White RAL 9003
Custom*

*�Not available in 
Warm Dim

*�7W not available over 72" for SWP

*�RAL/__ 
Specify RAL Powder Coat Code 
(ex: #RAL/9007) 
Additional finishes are available 
with an extended lead time. 
Custom quote is required prior 
to ordering.

DESCRIPTION
Slender yet powerful, the Solina 360 Wall Vanity delivers uninterrupted 
illumination in a refined, linear form. Solina offers a broad range of finish and 
mounting options to complement any aesthetic. Our signature 360° degree 
lens delivers a smooth, modern glow that feels continuous and clean. 
Available in 2" increments from 12" to 96"and in multiple color temperatures 
from 2400K to 4000K—including Warm Dim options at 2700K (27D) and 
3000K (30D) that dim smoothly to 2000K. For custom designs and quotes, 
email our design team: design@PureEdgeLighting.com.

SPECIFICATIONS
•	 Power Consumed - 3, 5 or 7 watts per foot
•	 Performance - Up to 1114 Lumens per foot @ 3000K
•	 Standard length options from 12"-96", order in 2" increments
•	 Custom finishes available

MOUNTING OPTIONS
Fixture mounts horizontally or vertically.
E1R - 1" Rectangle End Feed Canopy
E4R - 4" Round End Feed Canopy
C1R - 1" Rectangular Center Canopy
C4R - 4" Round Center Canopy

FINISHES

Polished Nickel
PN

Satin Brass
SB

Satin Nickel
SN

Black
BK

Mattte White
RAL 9003

MW

LENS
•	 1.2" Diameter Diffused 360° Lens

LAMPING
•	 Static White color temperatures from 2400K-4000K
•	 Warm Dim: 2700K (27D) and 3000K (30D) that dim down to 2000K
•	 Designer-grade Color Rendering 93+ CRI
•	 50,000 Hour Lamp Life

WITH POWER SUPPLY IN CANOPY
•	 SWP Electronic Low Voltage (ELV)† 120VAC, Output Voltage 24VDC ELV 

(fits inside junction box up to 50W in IC celling)
•	 SWWP 2-in-1 Power Driver and Dimmer

APPLICATIONS
Designed for indoor and damp locations - Ideal applications in residential, 
commercial, and hospitality environments, including bathroom vanities, 
resort spas, hotels, health, and wellness clubs.

COMPLIANCE
5-year pro-rated warranty. Damp Location, ETL listed, ADA. Title 24 
compliant with Universal remote power supplies, Class 2 wiring, 
Assembled in America.

mailto:design%40PureEdgeLighting.com?subject=
https://www.pureedgelighting.com/pureedge/products/ps_60l_elv_24vdc.php?bc=Products|Power%20Supplies%20And%20Controllers|24v%20Elv 
https://www.pureedgelighting.com/pureedge/products/pdw-96w-dim-24vdc.php?bc=Products|Power%20Supplies%20And%20Controllers|48v
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SOLINA 360
DESCRIPTION DIFFUSED - STATIC WHITE & WARM DIM
WATTS FOOT 3W 5W 7W

COLOR TEMPERATURE 24K 27K 30K 35K 40K 24K 27K 27D 30K 30D 35K 40K 24K 27K 27D 30K 30D 35K 40K

LUMENS PER FOOT (lm/ft) 459 476 482 481 584 732 754 405 775 428 743 937 1054 1103 572 1114 619 1074 1349

LUMENS PER WATT (lm/w) 128 133 138 137 166 128 133 71 138 74 137 172 126 138 69 137 75 133 167

CRI 95 96 93 93 93 95 94 95 93 96 93 93 96 94 96 93 95 93 93

NOMINAL DELIVERED LUMENS

FINISHES End power feed end caps shown

PN Polished NickelSB Satin Brass SN Satin NickelBK Black MW Matte White RAL 9003

Ø1.2"
(3cm)ACRYLIC TUBE

DIFFUSED WHITE LENS

DIFFUSED WHITE LENS
Ø0.9" (2.29cm)

CLEAR 
ACRYLIC 

TUBE
Ø1.2" 
(3cm)

SOLINA 360 WITH DIFFUSED LENS & POLISHED NICKEL CENTER FEED END CAPS

CANOPY EXAMPLES Fixtures may be mounted vertically

SWP-D-7W-C4R-30-24K-BK

C4R

SWP-D-5W-C1R-36-30D-SN

C1R

E4R

SWP-D-7W-E4R-26-24K-SB

E1R

SWP-D-7W-E1R-26-24K-PN
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C4R - Center Power Feed 4" Round Canopy

LENGTH

Ø1.25"
(3.2cm)

LENGTH

0.5"
(1.3cm)

0.5"
(1.3cm)

Ø4.6"
(11.7cm) Ø4.6"

(11.7cm)
0.33"

(0.8cm)

Ø1.25"
(3.2cm)

LENGTH

0.04"
(0.1cm)

0.5"
(1.3cm)

0.5"
(1.3cm)

1.42"
(3.6cm)3.54"

(9cm)

Ø1.25"
(3.2cm)

Ø4.6"
(11.7cm)

0.5"
(1.3cm)

Ø1.25"
(3.2cm)

LENGTH

0.5"
(1.3cm)

0.5"
(1.3cm)

Ø4.6"
(11.7cm) Ø4.6"

(11.7cm)
0.33"

(0.8cm)

Ø1.25"
(3.2cm)

LENGTH

0.04"
(0.1cm)

0.5"
(1.3cm)

0.5"
(1.3cm)

1.42"
(3.6cm)3.54"

(9cm)

0.5"
(1.3cm)

Ø4.6"
(11.7cm)

0.33"
(0.8cm)Ø1.25"

(3.2cm)

LENGTH

0.5"
(1.3cm)

0.5"
(1.3cm)

Ø4.6"
(11.7cm) Ø4.6"

(11.7cm)
0.33"

(0.8cm)

Ø1.25"
(3.2cm)

LENGTH

0.04"
(0.1cm)

0.5"
(1.3cm)

0.5"
(1.3cm)

1.42"
(3.6cm)3.54"

(9cm)

C1R - Center Power Feed 1" Rectangle Canopy

Ø1.25"
(3.2cm)

LENGTH

0.5"
(1.3cm)

0.5"
(1.3cm)

Ø4.6"
(11.7cm) Ø4.6"

(11.7cm)
0.33"

(0.8cm)

Ø1.25"
(3.2cm)

LENGTH

0.04"
(0.1cm)

0.5"
(1.3cm)

0.5"
(1.3cm)

1.42"
(3.6cm)3.54"

(9cm)

LENGTH

1.42"
(3.6cm)

0.04"
(0.1cm)

Ø1.25"
(3.2cm)

LENGTH

0.5"
(1.3cm)

0.5"
(1.3cm)

Ø4.6"
(11.7cm) Ø4.6"

(11.7cm)
0.33"

(0.8cm)

Ø1.25"
(3.2cm)

LENGTH

0.04"
(0.1cm)

0.5"
(1.3cm)

0.5"
(1.3cm)

1.42"
(3.6cm)3.54"

(9cm)

Ø1.25"
(3.2cm)

0.5"
(1.3cm)

0.5"
(1.3cm)

Ø1.25"
(3.2cm)

LENGTH

0.5"
(1.3cm)

0.5"
(1.3cm)

Ø4.6"
(11.7cm) Ø4.6"

(11.7cm)
0.33"

(0.8cm)

Ø1.25"
(3.2cm)

LENGTH

0.04"
(0.1cm)

0.5"
(1.3cm)

0.5"
(1.3cm)

1.42"
(3.6cm)3.54"

(9cm)3.54"
(9cm)
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DRAWINGS

E4R - End Power Feed 4" Round Canopy E1R - End Power Feed 1" Rectangle Canopy

DRAWINGS

E1R - End Power Feed 1" Rectangle Canopy

Ø4.6"
(11.7cm)

Ø1.25"
(3.2cm)

1.38"
(3.5cm)

1.38"
(3.5cm)

LENGTH

0.04"
(0.1cm)

Ø1.25"
(3.2cm)

1.38"
(3.5cm)

1.38"
(3.5cm)

LENGTH

Ø4.6"
(11.7cm)

Ø4.6"
(11.7cm)

0.33"
(0.8cm)

1.42"
(3.6cm)

3.54"
(9cm)

1.42"
(3.6cm)

LENGTH

Ø1.25"
(3.2cm)

1.13"
(2.9cm)

1.13"
(2.9cm)

Ø1.25"
(3.2cm)

1.38"
(3.5cm)

1.38"
(3.5cm)

LENGTH

0.04"
(0.1cm)

Ø1.25"
(3.2cm)

1.38"
(3.5cm)

1.38"
(3.5cm)

LENGTH

Ø4.6"
(11.7cm)

Ø4.6"
(11.7cm)

0.33"
(0.8cm)

1.42"
(3.6cm)

3.54"
(9cm)

1.42"
(3.6cm)

Ø4.6"
(11.7cm)

0.33"
(0.8cm)

Ø1.25"
(3.2cm)

1.38"
(3.5cm)

1.38"
(3.5cm)

LENGTH

0.04"
(0.1cm)

Ø1.25"
(3.2cm)

1.38"
(3.5cm)

1.38"
(3.5cm)

LENGTH

Ø4.6"
(11.7cm)

Ø4.6"
(11.7cm)

0.33"
(0.8cm)

1.42"
(3.6cm)

3.54"
(9cm)

1.42"
(3.6cm)

Ø1.25"
(3.2cm)

1.38"
(3.5cm)

1.38"
(3.5cm)

LENGTH

0.04"
(0.1cm)

Ø1.25"
(3.2cm)

1.38"
(3.5cm)

1.38"
(3.5cm)

LENGTH

Ø4.6"
(11.7cm)

Ø4.6"
(11.7cm)

0.33"
(0.8cm)

1.42"
(3.6cm)

3.54"
(9cm)

1.42"
(3.6cm)

1.42"
(3.6cm)

LENGTH

Ø1.25"
(3.2cm)

1.13"
(2.9cm)

1.13"
(2.9cm)

3.54"
(9cm)

Ø1.25"
(3.2cm)

1.38"
(3.5cm)

1.38"
(3.5cm)

LENGTH

0.04"
(0.1cm)

Ø1.25"
(3.2cm)

1.38"
(3.5cm)

1.38"
(3.5cm)

LENGTH

Ø4.6"
(11.7cm)

Ø4.6"
(11.7cm)

0.33"
(0.8cm)

1.42"
(3.6cm)

3.54"
(9cm)

1.42"
(3.6cm)

1.42"
(3.6cm)

0.04"
(0.1cm)

Ø1.25"
(3.2cm)

1.38"
(3.5cm)

1.38"
(3.5cm)

LENGTH

0.04"
(0.1cm)

Ø1.25"
(3.2cm)

1.38"
(3.5cm)

1.38"
(3.5cm)

LENGTH

Ø4.6"
(11.7cm)

Ø4.6"
(11.7cm)

0.33"
(0.8cm)

1.42"
(3.6cm)

3.54"
(9cm)

1.42"
(3.6cm)
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DESCRIPTION
Power Dim 2-in-1 is a dimmer with an integrated LED driver that converts 120VAC to low-
voltage 24VDC (up to 96W). Designed for installation in a standard single-gang electrical 
box, it eliminates the need for separate remote drivers, simplifying installation to provide an 
option that is as cost-effective as it is time effi cient.

PureEdge Lighting’s Power Driver combines an ELV dimmer and driver in a single, wall-
mounted unit.
Kit includes driver/dimmer, faceplate, and mounting hardware.

The integrated design delivers smooth, fl icker-free dimming and avoids driver/switch 
compatibility issues. Features soft start and built-in short-circuit, overload, and thermal 
protection. Indoor use only.

For custom quotes and layout assistance, send drawings to  design@PureEdgeLighting.com.

INTEGRATED DESIGN
• Combines LED driver and dimmer into a single device
• Soft start
• Short circuit protection
• Overload protection
• Thermal overload protection
• Utilizes 6” wire leads

APPLICATIONS
Indoor

MOUNTING
Fits into a standard single-gang wall box, standard hardwire connection

POWER INPUT
• 120VAC
• Power Factor @ full load: >0.99
• THD (Typ.) @ full load: ≤10%
• Effi ciency @ full load: 91.0%
• AC Current (Max.): 0.9A

POWER OUTPUT
• Class 2; 24 volts DC
• 96 watts maximum
• Voltage Tolerance: ±0.5V
• Rated current: 4A

DIMENSIONS
4.13" x 2.12" x 1.99"

COMPLIANCE
Class 2, UL, RoHS

Product Wattage Control Type Voltage Finish

PDW – 96W – DIM – 24VDC – WH
PDW Power Wall Dimmer 96W 96 Watts DIM DIM Static White 24VDC 24 Volt DC WH White

PDW-96W-DIM-24VDC-WH

Built-in
LED Driver

Dimming

On/Off
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TM-30-15 DATA: The data below is for bare LED Static White Strip. Consistent color temperatures throughout a single strip and among multiple strips is 

possible through a 3 phase binning process in which each order is inspected with a color meter to ensure uniformity.

GRAPHIC SHIFTS %

HUE BIN Rf CHROMA HUE
1 92 -2.4% 1.5%
2 94.7 -2.1% -0.0%
3 95.4 -1.9% -0.1%
4 88.7 -6.7% -3.1%
5 92.8 -5.6% 1.0%
6 92.7 -3.4% 3.4%
7 89.9 -4.3% 4.1%
8 92.4 -1.4% 4.4%
9 89 -0.6% 5.8%
10 88.9 0.4% 6.2%
11 89.7 4.0% 5.4%
12 92.6 3.0% -0.7%
13 90.9 1.1% -7.0%
14 89.9 0.5% -5.8%
15 92.1 -3.2% 0.1%
16 88.9 -1.7% -6.3%

2400K | Rf: 84.5 | Rg: 94.4

Color Vector Graphic

Test Reference

GRAPHIC SHIFTS %

HUE BIN Rf CHROMA HUE
1 88.9 -2.4% 2.5%
2 93.3 -0.4% 0.8%
3 94.8 -1.0% -0.6%
4 87.9 -4.9% -3.6%
5 85.3 -9.4% -2.6%
6 90.2 -6.0% 0.2%
7 85.3 -7.6% 4.6%
8 83.7 -4.1% 8.2%
9 79.5 -1.1% 13.8%

10 78.6 1.5% 12.1%
11 83.5 6.4% 7.8%
12 90.9 3.6% -1.1%
13 88.3 1.7% -6.3%
14 91.9 -0.4% -2.2%
15 84.5 -0.9% -5.5%
16 84.7 -1.1% -4.4%Test Reference

4000K | Rf: 87.6 | Rg: 96.8

Color Vector Graphic

GRAPHIC SHIFTS %

HUE BIN Rf CHROMA HUE
1 92.5 -3.1% 0.3%
2 93.3 -2.3% 1.9%
3 90.9 -0.8% 3.9%
4 94.3 -1.1% 1.4%
5 92.5 -2.6% 1.5%
6 96.4 1.2% -0.3%
7 92.6 -2.5% -0.0%
8 96.9 -1.4% 0.2%
9 92.3 -1.8% 4.3%

10 86.6 -0.7% 7.0%
11 86.5 2.4% 8.2%
12 89.8 5.9% 1.7%
13 93.9 2.6% -2.7%
14 89.4 5.1% -5.8%
15 90.1 -0.1% -4.7%
16 86.5 0.3% -9.7%Test Reference

3000K | Rf: 88.1 | Rg: 99.7

Color Vector Graphic

GRAPHIC SHIFTS %

HUE BIN Rf CHROMA HUE
1 90.8 -3.8% 0.3%
2 92.3 -2.8% 2.1%
3 89.7 -1.0% 4.3%
4 92.6 -1.4% 1.7%
5 91.8 -3.1% 1.3%
6 96.2 0.8% -0.4%
7 92.9 -3.2% 0.2%
8 94.3 -2.5% 1.5%
9 90.4 -2.5% 5.2%

10 84.3 -1.4% 9.5%
11 83.1 3.5% 9.8%
12 88.2 4.8% 3.4%
13 94.0 2.7% -2.0%
14 88.7 5.9% -5.8%
15 88.7 0.7% -5.9%
16 86.8 -0.7% -6.7%Test Reference

3500K | Rf: 86.1 | Rg: 95.5

Color Vector Graphic

GRAPHIC SHIFTS %

HUE BIN Rf CHROMA HUE
1 88.0 -4.3% 2.6%
2 91.6 -2.4% 2.0%
3 93.7 -1.4% 1.9%
4 88.9 -5.6% -3.1%
5 92.3 -5.5% -0.5%
6 92.9 -3.5% 0.1%
7 84.5 -7.5% 4.6%
8 90.8 -3.0% 4.4%
9 84.5 -1.3% 8.3%

10 83.9 2.0% 9.8%
11 87.2 5.3% 7.1%
12 89.2 5.4% -2.6%
13 88.7 0.3% -7.8%
14 86.8 1.7% -9.3%
15 87.6 -5.4% -1.3%
16 83.6 -3.3% -9.5%

2700K | Rf: 87.7 | Rg: 96.1

Color Vector Graphic

Test Reference
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REV 07.20.26

TM-30-15 DATA: The data below is for bare LED Warm Dim Strip. Consistent color temperatures throughout a single strip and among multiple strips is 

possible through a 3 phase binning process in which each order is inspected with a color meter to ensure uniformity. 

GRAPHIC SHIFTS %

HUE BIN Rf CHROMA HUE
1 90.9 -4.1% 1.1%
2 91.8 -2.2% 3.2%
3 89.0 0.2% 5.0%
4 92.9 -1.1% 0.8%
5 93.9 1.1% 1.7%
6 93.3 3.3% 0.0%
7 93.1 -0.5% -1.9%
8 97.2 -0.3% -0.9%
9 93.4 -1.0% 3.2%
10 89.9 -0.1% 5.6%
11 87.0 4.7% 7.2%
12 89.2 5.8% -0.2%
13 89.1 3.5% -6.7%
14 86.3 4.1% -9.2%
15 91.4 -2.0% -3.6%
16 84.7 -2.1% -10.3%

2700D | Rf: 90.7 | Rg: 101.1

Color Vector Graphic

Test Reference

GRAPHIC SHIFTS %

HUE BIN Rf CHROMA HUE
1 91.5 -3.5% 1.3%
2 92.2 -1.8% 3.0%
3 89.3 0.5% 4.8%
4 92.7 -1.1% 0.6%
5 93.3 0.5% 1.4%
6 93.8 2.7% -0.8%
7 91.2 -2.1% -0.2%
8 97.0 -0.5% -0.7%
9 92.5 -0.7% 3.8%

10 88.3 0.9% 7.1%
11 87.5 3.9% 7.6%
12 88.2 6.2% -0.2%
13 89.9 3.4% -6.0%
14 86.9 4.4% -8.5%
15 91.9 -1.9% -2.9%
16 84.7 -1.3% -10.6%

3000D | Rf: 90.6 | Rg: 101.1

Color Vector Graphic

Test Reference

WARM DIM LED STRIP

REV 07.20.26

TM-30-15 DATA: The data below is for bare LED Warm Dim Strip. Consistent color temperatures throughout a single strip and among multiple strips is 

possible through a 3 phase binning process in which each order is inspected with a color meter to ensure uniformity. 

GRAPHIC SHIFTS %

HUE BIN Rf CHROMA HUE
1 90.9 -4.1% 1.1%
2 91.8 -2.2% 3.2%
3 89.0 0.2% 5.0%
4 92.9 -1.1% 0.8%
5 93.9 1.1% 1.7%
6 93.3 3.3% 0.0%
7 93.1 -0.5% -1.9%
8 97.2 -0.3% -0.9%
9 93.4 -1.0% 3.2%
10 89.9 -0.1% 5.6%
11 87.0 4.7% 7.2%
12 89.2 5.8% -0.2%
13 89.1 3.5% -6.7%
14 86.3 4.1% -9.2%
15 91.4 -2.0% -3.6%
16 84.7 -2.1% -10.3%

2700D | Rf: 90.7 | Rg: 101.1

Color Vector Graphic

Test Reference

GRAPHIC SHIFTS %

HUE BIN Rf CHROMA HUE
1 91.5 -3.5% 1.3%
2 92.2 -1.8% 3.0%
3 89.3 0.5% 4.8%
4 92.7 -1.1% 0.6%
5 93.3 0.5% 1.4%
6 93.8 2.7% -0.8%
7 91.2 -2.1% -0.2%
8 97.0 -0.5% -0.7%
9 92.5 -0.7% 3.8%

10 88.3 0.9% 7.1%
11 87.5 3.9% 7.6%
12 88.2 6.2% -0.2%
13 89.9 3.4% -6.0%
14 86.9 4.4% -8.5%
15 91.9 -1.9% -2.9%
16 84.7 -1.3% -10.6%

3000D | Rf: 90.6 | Rg: 101.1

Color Vector Graphic

Test Reference


	Finish 1, Page 1: [SN]
	Color Temp 1, Page 1: [30K]
	Nominal Size 1, Page 1: [12]
	Canopy 1, Page 1: [C4R]
	Wattage 1, Page 1: [5W]
	System 1, Page 1: [SWP]
	Project_Name: 
	Fixture_Type: 
	Date: 


