
Louis Poulsen A/S disclaims any liability if a half mirror light bulb is used. 
This type of light source reflects the heat and may damage/melt parts of the 
fixture.

Louis Poulsen USA Inc. · 3260 Meridian Parkway · Fort Lauderdale, Florida · 33331 954-349-2525 · www.louispoulsen.com

Recommended cleaning substances:
Wipe off dust with a dry, soft cloth. Remove greasy spots etc. with a soft cloth dampe-
ned in lukewarm water (<122° F/ 50° C) with a mild detergent.
Never use detergents containing abrasives and solvents.

Warning: Scouring powder and similar substances will scratch surfaces.

All installation is subject to local code and jurisdiction.

Light source Voltage/frequency Weight Ingress protection Impact protectionElectric shock protection

Consult a qualified electrician to ensure correct branch circuit conductor.

The installer must ensure that the foundation is stable and can support the luminaire´s 
weight. The Installer must use proper means to secure the luminaire to the ground.
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 IF Medium



10000063256

4.0” x 4.3”

BC Ø3.55”

HOLES
Ø0.35”

2,5 mm 

Use only light source
in accordance to the
lamp R eplacement
label on the luminaire

ID NUMBER: _____________ 

Please register ID number at
www.louispoulsen.com
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