Tolomeo micro with "S" bracket wall SPECIFICATIONS
TOoL1141

Design By Specifications
Michele De Lucchi Led type SW Array
Giancarlo Fasina
Pawer consumption W
Collection CCT (Correlated Color Temperature) 2000K
Design CRI (Color Rendering Index) =80
Lumens output 231Lm
Light output ratio 38.5LmIW
t@u‘.‘ @ Life expectancy Z6000HIrs
Control type ON/OFF
Colors & Finishes Input Voltage 120¢
. Aluminum Driver MNIA

*Integrated light source

Materials Features & Accessories

. = Adjustable body
= S-bracket mounting

Dimensions
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Light distribution Luminaire weight
DIRECTANDIRECT 1.47 Ibs /67 kg
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Red = Max Cd. Through Vertical plane
Blue = Max Cd. Through Horizental plane



Tolomeo micro with "S" bracket wall SPECIFICATIONS

TOL1140

Design By

Collection

Design
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Colors & Finishes

. Aluminum
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Red = Max Cd. Through Vertical plane
Blue = Max Cd. Through Horizontal plane

Michele De Lucchi
Giancarlo Fassina

Specifications

Lamp type LED, INC
Lamp MAX 60W E12/G16.5
Lamp Included No

Control type ONJOFF

Input Voltage 120V

Power consumption MIA

Ballast /A

Features & Accessories
« S-bracket mounting included

Luminaire weight
137 Ibs/ .62 kg

Warranty
1 year limited warranty



