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AR111 & PAR36 18.5W Dimmer/Transformer Compatibility - NORTH AMERICA

Transformer Dimmer	  -‐-‐>
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North	  America

Hatch RS12-‐60 Electronic 12% 13% 14% 13% 15% NC 38% 13% 30%

Hatch RS12-‐80M Electronic 7% 12% 12% 13% 14% 42% 9% 8%

Hatch VS12-‐60 Electronic 7% 85% 55% 18% 13% NC 72% 88% NC

Lightech LET	  60	   Electronic 8% 12% 11% 13% 14% 42% 10% 10% 8%

Lightech LET	  75 Electronic 8% 12% 12% 14% 15% 24% 6% 12% 9%

Lightech LET	  105 Electronic 8% 12% 12% 13% 13% 24% 7% 11% 8%

LTF TA60WA12LED Electronic 7% 11% 11% 13% 13% 49% 9% NC 8%

Meanwell PWM-‐90-‐12 Electronic 14%

Q-‐TRAN QT50SV-‐120/12-‐RC Magnetic 15% NC 24% 26% 6% 13% 11%

Q-‐TRAN QT20-‐120/12-‐TP-‐RC Magnetic 13% 21% 21% 23% 4% 11% 15%

Q-‐TRAN Q6S-‐300 Magnetic 14% 21% 2%

Notes:	  Compatibility	  tests	  are	  conducted	  by	  Soraa	  only	  as	  guidance	  for	  the	  user
All	  tests	  are	  conducted	  under	  bench	  conditions;	  results	  may	  differ	  from	  test	  results	  depending	  on	  conditions	  at	  the	  application	  site
Results	  may	  vary	  due	  to	  variability	  in	  component	  choices	  and	  manufacturing	  processes	  by	  the	  dimmer	  or	  transformer	  manufacturer
The	  lamp	  load	  (or	  number	  of	  lamps)	  should	  meet	  minimum	  load	  requirement	  of	  respective	  dimmer.

Dims	  to	  <	  20%
NC Not	  Compatible
Blank	  cell Not	  tested


