
DESCRIPTION
Crisp, pressed crystal pendant with handblown innner white
glass diffuser. Includes lowvoltage, 35 watt halogen bipin
lamp and six feet of fieldcuttable suspension cable. 

INSTALLATION
Socket terminates with FreeJack male connector, which may be
installed into a system connector. Elements ordered with a
system prefix include a connector for that system.

WEIGHT
22.5lb / 0.911.13kg ±
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ORDERING INFORMATION

700 SYSTEM     SAR COLOR FINISH LAMP

 

 

FJ FREEJACK
MP MONOPOINT
MO MONORAIL
MO2 TWOCIRCUIT MONORAIL

C CLEAR R AGED BRASS
Z ANTIQUE BRONZE
C CHROME
S SATIN NICKEL

 12 VOLT HALOGEN (T20)
24 24 VOLT HALOGEN

Note: MP includes 4" Round Flush Canopy.

Chrome not offered on Monorail & Two~Circuit Monorail.

7400 Linder Avenue
Skokie, Illinois 60077

Tech Lighting, L.L.C.

T 847.410.4400
F 847.410.4500

700 ____ SAR ____ ____ ____ 

FIXTURE TYPE: ________________________________________________

JOB NAME: ________________________________________________

NOTES: ________________________________________________
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