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RUBIX - model: FM-W2505, FM-W2510
LED Ceiling/Wall Mount

FEATURES

• Energy Star® rated 
• CEC Title 24 Compliant
• Wall or Ceiling Mount
• IP65 Rated, ETL & cETL Wet Location Listed 
• Die-Cast Aluminum Construction
• Universal Voltage Input (120V - 277V)
• Dimming: ELV (120V) or 0-10V

PRODUCT DESCRIPTION

Energy Star rated and CEC Title 24 compliant, this versatile Rubix model 
is available for both wall and ceiling mounting. Die cast aluminum 
constructed with etched glass for durability in exterior environments, 
Rubix delivers a substantial lumen output with a minimalist design.

SPECIFICATIONS

Construction: Aluminum with etched glass.
Power: Integral driver in luminaire. 120V - 277V input.
Light Source: High output LED
Mounting: Mounts directly to junction box
Dimming: 0-10V Dimming: 100%-10%
                      ELV Dimming: 100%-15% (120V only)
Finish: Brushed Aluminum (AL), Black (BK), Bronze (BZ), Graphite (GH), White (WT)
Color Temp: 3000K
CRI: 90
Rated Life: 70,000 hours
Standards:  Energy Star® rated, IP65 Rated, ETL & cETL Wet Location Listed, 
                         CEC Title 24 Compliant, Dark Sky Friendly.
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Example: FM-W2510-WT


