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Coltrane Wall Sconce
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1076 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 82.77

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM SPREAD . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Flood

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 60000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . LED/13W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 5.25"W x 13.88"H x 4"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

Specifications

Description

The Coltrane Wall Sconce features Aluminum
hardware and a rectangular prism Glass diffuser.
Includes a Silk screen mitered tempered glass
diffuser on the top and a frosted Glass diffuser on
the bottom. Provides front and downlight
illumination. Available in a Black or Aged Brass
finish at 2700K, 3000k, or 3500K. Driver concealed
within the canopy. 90 CRI. Title 24 compliant. ADA
compliant. ETL listed for Damp location.

Shown in black / white
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