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Kepler Petite Pendant
By Nemo

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 2500 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

PRODUCT DIMENSIONS . . . . . . . . . . . . . . Adjustable Cable Length: 98"

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . . Italy

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/50W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 19.69"W x 7.48"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Kepler Petite Pendant is an endless line
made through a 3 dimensional deformation
process of extruded aluminum, designed using
the mathematics of Moebius ribbons. The
pendant's spiraling structure is lined with an LED
strip to cast light in all directions.

Shown in black

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=1023329
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