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Uni 96W 24VDC Static White Wet Location Power Supply
By PureEdge Lighting

BULB NOT INCLUDED . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 11"W x 2.2"H x 4.06"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 96W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Universal 96 Watt 24VDC Static White Power
Supply for Wet Locations. Input Voltage:
120-277VAC. Class 2 power supply. 100-0% flicker-
free dimming. Auto-reset, short-circuit, overload
and thermal protection. IP Rating: IP20, IP67 for
wet locations. Con-1-2CORD-O Cord conductors
included. UL listed. Title 24 compliant. Universal
dimming with ELV, Triac and 0-10V dimmers.
Available in a 60 and 96 watt option.

Shown in black

CLICK TO VIEW PRODUCT

Notes:
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