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Salix Accent Pendant
By Cerno

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 345 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 107.81

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

PRODUCT DIMENSIONS . . . . . . . . . . . . . . . . . . . . Cable Length: 72"

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . United States

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/3.2W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 7.5"W x 9.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.2W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . Oiled Walnut

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Salix Accent Pendant is composed of walnut,
polymer, and aluminum. Available in oiled walnut
finish. Integrated 3.2 watt 120 volt LED light
source. Low profile ceiling canopy included.
Includes LED driver. 7.5 inch width x 9.5 inch
height. 2700K and 3500K color temperature
options available. UL listed.

Shown in oiled walnut

CLICK TO VIEW PRODUCT

Notes:
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