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A19 Med Base 9W 120V 2700K 90CRI 4-PACK
By Bulbrite

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 800 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 88.89

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 220°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

BULB . . . . . . . . . . . . . . . . . . . . . . A19/Medium (E26)/9W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 2.36"W x 4.33"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Frost

Specifications

Description

A19 Medium (E26) Base 9 Watt LED features
brightness equivalent to a 60 watt incandescent.
Available in 2700K, 3000K or 4000K color
temperature, 90CRI, 800 lumens per bulb. 25,000
hour average lamp life. UL listed for damp
locations and fully enclosed fixtures. Title 24/JA8
compliant. Sold as a 4-pack.Note: 2700K version is
Title 20 Compliant only; it is NOT Title 24/JA8
Compliant

Shown in frost
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