
lightology.com
866-954-4489

12-29-25

Project:

Company:

Location: Fixture Type:

SPEC #: KNC1033974

Approved On: Approved By:

Z-Bar Trio Pendant
By Koncept Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1200 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 57.14

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 60000 hours

PRODUCT DIMENSIONS . . . . . . . . . . . . . . . . . . . . Cable Length: 10 ft

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 3 x LED/21W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 31.5"W x 0.5"H x 27.3"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 63W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Matte Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Frosted

Specifications

Description

The Z-Bar Trio Pendant features three 360 degree
rotatable light bars in a Matte Black or Silver
finish. Available in two sizes with 16 inch or 24
inch light bars. Cables can have a mono point or
multi point installation. Includes canopy and
power supply. Compatible with Koncept's vertical
acoustic panels, sold separately. UL listed.

Shown in matte black / frosted

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=1033974
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