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John Freejack Head
By Visual Comfort Architectural

BULB NOT INCLUDED . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/7W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6"L x 3"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

SHADE COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The John Freejack Display Head tilts and rotates
infinitely. Allows for a full 360 degree head
rotation and 360 degree pivot to direct the light
to the desired location. Compatible for use with 1-
circuit and 2-circuit Monorail track systems, Wall
Monorail or Freejack canopy. Includes eggcrate
louver. Integral lens holder can hold a single glass
lens, sold separately. Includes Freejack connector.
Freejack canopy required if used as a monopoint,
sold separately. LED canopy compatible with
both halogen and LED lamp options. Dimmer
type dependent on system transformer (low
voltage magnetic or electronic).

Shown in satin nickel
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