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Mako Outdoor Wall Sconce
By Modern Forms

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 434 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 51.98

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . CCT Select

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM SPREAD . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Flood

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 54000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . 2 x LED/8.35W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 4.5"W x 22"H x 4"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16.7W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Silk Screened

Specifications

Description

The Mako Outdoor Wall Sconce features a striking
and sleek design that projects a blade of light
onto the wall behind the fixture as well as
straight down from the bottom of the fixture.
Each fixtures comes preset with a color
temperature that can be changed during
installation from a switch located in the fixture.
Available in two finish options and three color
temperature preset options.

Shown in black / silk screened
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