
lightology.com
866-954-4489

07-19-25

Project:

Company:

Location: Fixture Type:

SPEC #: WAC1042345

Approved On: Approved By:

Silo Pendant with Accent Collar
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 755 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 37.75

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/20W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.5"W x 13.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

Specifications

Description

The Silo Pendant features a slim extruded
aluminum cylinder with a polycarbonate
retractable accent collar. Accent collar can be
rotated for continuous 15-45 degree beam
adjustment (710 lumens at 15 degree / 1010
lumens at 45 degree). Low profile canopy in
matching finish with driver concealed within.
Dimmable with electronic low voltage (100-5%) or
0-10V (100-5%) dimmer, sold separately.

Shown in white / black

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=1042346&option_id=1042345
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