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Claudo Accent Pendant
By Cerno

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 345 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 107.81

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

PRODUCT DIMENSIONS . . . . . . . . . . . . . . . . . . . . Cable Length: 72"

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . United States

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/3.2W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 5"W x 7.25"H x 5"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.2W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . Brushed Aluminum

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . Dark Stained Walnut

Specifications

Description

The Claudo Accent Pendant features beautiful
natural walnut wood grains that are set against
the rigorous slits that wrap around the fixture
and emanate a beautiful glow from within.
Available in 2700K and 3500K color temperature
options with a Brushed Aluminum finish
complemented by a Walnut or Dark Stained
Walnut shade. Includes a low profile canopy and
LED driver that is dimmable with a low voltage
electronic dimmer. UL and cUL listed. Made in the
USA. Suitable for sloped ceilings. NOTE: Included
driver must be housed in junction box (driver
dimensions: 2in. x 1.3in. x 1in.).

Shown in brushed aluminum / dark stained walnut

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=104421

	Project 1: 
	Company 1: 
	Location 1: 
	FixtureType 1: 
	ApprovedOn 1: 
	ApprovedBy 1: 


