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Compendium Linear Pendant
By Luceplan

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 2504 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 46.37

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

PRODUCT DIMENSIONS . . . . . . . . . . . . . . . . . . . . Cable Length: 118"

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . . Italy

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/54W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 64"L x 1.8"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 54W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Brass

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The versatile Compendium Linear Pendant
provides either direct downward or indirect
upward lighting, adjusted by rotating the
reflector at the time of installation. Includes a
white canopy. Create connected configurations
using the optional 90 or 180 degree connector
accessories; sold separately.Dimmable trailing
edge and leading edge only at 120 volt.Dimmable
0-10V at 120-277V.

Shown in brass

CLICK TO VIEW PRODUCT

Notes:
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