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W Series Lucio 6022 22W 120V Track Head
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1395 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 63.41

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/22W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 4.13"W x 8.38"H x 4.75"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The W Series 6022 120 Volt Lucio Track head
features a regressed driver with integral selector
to choose between independently controllable
track circuits. Designed for use with WAC
Lighting W series surface mount track. Available
in a variety of beam angle options including
asymmetric beam angle. 365 degree horizontal
aiming and 90 degree vertical aiming.
Accommodates up to one lens and one glare
control accessory. TRIAC and ELV dimming.Note:
90CRI available in 2700K and 3000K color
temperature options only.

Shown in white
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Notes:
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