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12V 2IN Square In-Ground Step Light
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . . 55 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13.75

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 70000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . . 1 x LED/4W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 2.75"W x 3.25"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Magnetic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . Bronze Stainless Steel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

LED 12V 2 inch Square In-Ground Step Light is
available in Stainless Steel or Bronzed Stainless
Steel. Stainless steel spring clip allows wall or step
light applications. Spring clip, 6 foot lead wire,
and direct burial gel-filled wire nuts included.
Maintains constant lumen output against voltage
drop. Integrated 4.watt 12 volt 2700K or 3000K
LED light source. Includes 6 foot lead wire and
direct burial gel-filled wire nuts.Note: 9-15VAC;
low-voltage magnetic transformer is required and
sold separately. Shown in bronze stainless steel
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