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Tempest Pendant
By Modern Forms

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 3338 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 49.09

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/68W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 67"L x 13.125"W x 27.75"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 68W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

Specifications

Description

The Tempest Pendant features distinctive
freeform curves made of handcrafted bent
aluminum. Emitting LED light through silica
diffusers, the undulating elements provide
generous ambient light, and they hang on
unobtrusive electrified cables designed not to
detract from the sculptural arrangement. The
pendant may have variations in size and
curvature due to its handcrafted nature.
Dimmable with a TRIAC or ELV dimmer, sold
separately. Shown in black / white
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Notes:
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