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TruTrack Magnetic 2-Circuit Recessed Track X Connector
By PureEdge Lighting

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The X-Shaped Connector joins sections of track
90 degrees apart. Designed for use with
PureEdge TruTrack Magnetic 2-circuit recessed
track. Available options: XNC: Isolates the power
of each section of track (non-conductive)XC:
Electrically conducts the power to section(s) of
trackXC: Electrically conducts power straight
through two sectionsXS: Electrically conducts
power to two sections of trackXT: Electrically
conducts power to three sections of track to form
a T-shapeX290:  Electrically conducts power to
four sections of track with two 90 turns

Shown in white

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=1129229
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