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Marise Pendant
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 462 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 42.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/11W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . 3.5"W x 17.625"H x 0.875"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 11W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

Specifications

Description

The Marise Pendant features an elegant figure
eight that glows along its entire length with LED
light. The light is softened by a silicone diffuser
and spreads omni-directionally through your
space. Suspended from a sleek electrified cable,
this slim pendant can be a graceful bedside light,
or multiple can be hung over contemporary
dining spaces or bars. Dimmable with a TRIAC or
ELV dimmer, sold separately.

Shown in black / white
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