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Summit Outdoor Wall Sconce
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 279 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 34.88

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . CCT Select

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 54000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 2 x LED/8W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 7.125"W x 14"H x 3.25"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

The Summit Color Select Outdoor Wall Sconce
features a sleek angular profile perfect for
enhancing a clean, modern exterior or interior
space. It consists of a sturdy aluminum body and
silk screen glass diffuser inside. The integrated
LED module provides ambient uplighting and
downlighting for decks, patios, front entrances,
and other settings. This sconce can be installed
vertically, horizontally, or in any other orientation.
Equipped with a driverless AC LED, it is dimmable
with a TRIAC or ELV dimmer, sold separately.
Note: Fixture will be preset at selected color
temperature but can be toggled between 3000K,
3500K, or 4000K prior to installation via a CCT-
select switch in the canopy.

Shown in black / clear
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