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Patriot 3 Inch Color Select Square Recessed Light
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1035 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 86.25

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . CCT Select

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM SPREAD . . . . . . . . . . . . . . . . . . . . . . . . . . . Adjustable

CENTER BEAM CBCP . . . . . . . . . . . . . . . . . . . . . 3095 candlepower

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

FUNCTION . . . . . . . . . . . . . . . . . . . . . . . . . . Adjustable Accent

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . . . Drywall with Trim

HOUSING TYPE . . . . . . . . . . . . . . . . . . . . . . . Remodel IC Airtight

HOUSING HEIGHT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5"

APERTURE SHAPE . . . . . . . . . . . . . . . . . . . . . . . . . . . Round

APERTURE SIZE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.000"

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/12W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 4.75"W x 4.125"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

With its minimal profile, the Patriot 3 Inch Color Select Square
Recessed Light is perfect for illuminating your indoor or
outdoor space while blending into the surroundings. The
beam angle is 45 degrees, or 25 degrees if the lens is removed.
Two options are available: Adjustable: Rotatable for adjusting
light direction. Downlight: Nonadjustable downlight. The light
is made of die cast aluminum wth a frosted TIR lens. A
junction box containing the driver is included for easy
remodel or new construction installation. Installs in ceilings
0.5-1.5 inches thick. Color temperature can be set to 2700K,
3000K, 3500K, 4000K, or 5000K using a switch inside the
junction box. Dimmable using a TRIAC or ELV dimmer. Frame
in kit for new construction applications sold separately.

Shown in white
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