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Mount Rainier One-Window Outdoor Bollard 12V
By Brilliance

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 400 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 66.67

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 120°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . . 1 x LED/6W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 3"W x 24.73"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Magnetic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . Black Aluminum

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Frosted

Specifications

Description

The Mount Rainier One-Window 12V Bollard is
designed for outdoor path, area, and garden
lighting. Features an integrated frosted mini
beam and one window in a powder coat Black
finish. This bollard light is a perfect way to add
soft light to your pathways and walkways.
Includes Lighting Shrink Professional Crimp and
Heat Shrink Cable Connector. Available with
option of a stainless steel Impaler Stake or ABS
Stake. Note: Required 12 volt low voltage
magnetic transformer sold separately. Shown in black aluminum / frosted
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Notes:
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