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Pinnacles Outdoor Directional Accent Light 12V
By Brilliance

BULB NOT INCLUDED . . . . . . . . . . . . . . . . 1 x JC/G4 (bipin)/2W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.5"W x 6.39"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Magnetic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Brass

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Frosted

Specifications

Description

The Pinnacles 12V Directional Accent Light is
designed for outdoor uplighting, grazing, and
backlighting applications. Best used when low
level wall wash techniques are desired. Features a
frosted glass lens and Brilliance Metal Works
signature adjustment system which allows for 22
points of articulation of the knuckle in 10 degree
increments. Machined brass finish offers a living
finish that weathers over time to a unique patina.
Black brass finish with Cerakote series ceramic
coating offers superior corrosion resistance,
durability, chemical resistance, and thermal
stability. Offered in a with or without bulb option.
Fixture includes ABS Mounting Stake and
Lighting Shrink Professional Crimp and Heat
Shrink Cable Connector. Note: Required 12 volt
transformer and optional accessories sold
separately.

Shown in brass / frosted
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