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Cascade Outdoor Step Light 12V
By Brilliance

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 110 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 73.33

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85 CRI

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/1.5W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 8.25"W x 3"H x 0.88"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.5W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . Black Aluminum

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Cascades 12V Step Light is designed for
outdoor areas with elevation changes in step,
deck or hardscape applications. Fits over most
existing recessed step lights.Black Aluminum
finish with Cerakote series ceramic coating
offering superior corrosion resistance, durability,
chemical resistance, and thermal stability. Fixture
includes a PVC Sleeve and Lighting Shrink
Professional Crimp and Heat Shrink Cable
Connector and 2 mounting screws. Note:
Required 12 volt transformer sold separately. Shown in black aluminum

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=1157787

	Project 1: 
	Company 1: 
	Location 1: 
	FixtureType 1: 
	ApprovedOn 1: 
	ApprovedBy 1: 


