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Ozark Accent Light 12V
By Brilliance

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 110 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 73.33

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85 CRI

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/1.5W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 5.5"W x 1"H x 2.48"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.5W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . Black Aluminum

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Ozark Outdoor 12V Accent Light Bar is
designed for outdoor uplighting, grazing,
backlighting, and low level wall wash techniques.
Integrated light bar featuring a glare shield and
the Brilliance Metal Works signature adjustment
system which allows for 22 points of articulation
of the knuckle in 10 degree increments.
Aluminum finished in Black with Cerakote series
ceramic coating offering superior corrosion
resistance, durability, chemical resistance, and
thermal stability. Fixture includes an ABS
Mounting Stake and  Lighting Shrink Professional
Crimp and Heat Shrink Cable Connector. Note:
Required 12 volt low voltage magnetic
transformer sold separately.

Shown in black aluminum
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