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Meta Color-Select Vertical Linear Pendant
By OKT Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 4000 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . CCT Select

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

PRODUCT DIMENSIONS . . . . . . . . . . . . . . . . . . Cable Length: 60 Inch

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/40W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 46.5"L x 1.3"W x 7.48"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-10V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Meta Color Select Vertical Linear Pendant
features a sleek profile that blends well into clean,
modern workspaces and commercial settings.
Semi-transparent optics deliver evenly-
distributed illumination. Multiple fixtures can be
joined to create longer rows of light. Color
temperature (CCT) can be set to 3000K, 3500K, or
4000K. Integral Class 2 high efficiency LED driver
with standard 0-10V dimming. Two options are
available for the bottom edge of the pendant:
diffuser or louver. Note: Power feed canopy and
optional accessories sold separately.

Shown in white
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