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Copa 3IN RD ADJ New Construction Non-IC Housing w/ Trim
By OKT Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1620 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 24°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

FUNCTION . . . . . . . . . . . . . . . . . . . . . . . . . . Adjustable Accent

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . . . Drywall with Trim

HOUSING TYPE . . . . . . . . . . . . . . . . . . . . New Construction NON IC

HOUSING HEIGHT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6"

APERTURE SHAPE . . . . . . . . . . . . . . . . . . . . . . . . . . . Round

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/18W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 8.02"W x 5.94"H x 6.37"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 18W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Copa 3 Inch Round Adjustable Downlight for
new construction is a high-performance, cost-
effective lighting solution for residential and
commercial applications. It features a low profile
and small aperture style that work well in many
design settings, and installation is easy. Its heat
sink structure ensures excellent thermal
management and it has a white powder coat
finish, ensuring long life. The adjustable light can
tilt up to 25 degrees for setting light direction. LED
light engine/driver and optic, Non-IC housing for
new construction, and trim are included. 120V:
TRIAC dimmable. 120-277V: 0-10V dimmable.

Shown in white
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