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Kernel Linear Pendant
By Bert Frank

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 1000 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 250.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80 CRI

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . United Kingdom

BULB INCLUDED . . . . . . . . . . . . . . . . . . . 4 x JCD/G9/4W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 31.5"L x 7.9"W x 8.8"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . Brushed Brass

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Oxblood

Specifications

Description

The Kernel Linear Pendant is defined by its clean,
linear design and repetition of simple, geometric
shapes. A row of opal glass globes provide a
contrasting shape to the pendant's rectangular
frame and direct light both up and downwards.
The bottom of the pendant is covered by a laser
cut brass diffuser, with curved slots echoing the
globes' curves. Includes mounting plate to cover
standard 4 inch US junction box.Note: The Overall
Height from the ceiling to the bottom of the
fixture is not field adjustable and must be
specified to order, up to 60 inches. Please include
your desired overall height in the Additional
Instructions / Notes section during checkout.

Shown in brushed brass / oxblood
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Notes:
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