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Doi Pendant
By Luceplan

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 291 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 32.33

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . . Italy

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/9W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1"W x 11.8"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-10V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

Specifications

Description

The Doi Pendant features a slim cylindrical
spotlight housing an integrated LED light source.
When paired with the optional Counterweight
Disc accessory, the cylinder can be repositioned
to direct light at different angles. Available in
Matte White with ribbed details, Black, or Brass
finish with Black canopy. Note: Includes pendant
and circular canopy. The Counterweight Disc and
Off-Center Mounting accessories are sold
separately.

Shown in black / black
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