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Kitchen Faucet - Linear Pattern
By Buster + Punch

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 1.88"W x 14.6"H x 9.9"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Steel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Buster + Punch Linear Kitchen Faucet offers a
seamless and sophisticated look for any kitchen.
This single-lever faucet mixes hot and cold,
aerated water. It features a rough-cast and
precision-machined Solid Metal with their
signature linear-knurl lever and linear-knurl
aerator cap. Available with or without a pull-out
sprayer. Note: Not all options are available.
Maximum thickness of mounting surface: 40mm,
with supplied fixingsRecommended water
pressure: 7.25 PSI (0.5 BAR) - 72 PSI (5 BAR)
Recommended maximum hot water
temperature: 70C (158F)Welders Black: Made
from Stainless Steel with a durable Black PVD
coating. This is a deep off-black finish.Gun Metal:
Made from Stainless Steel and then finished with
Gun Metal PVD. Will stay the same for years to
come. Easy to clean.Steel: Made from solid
stainless steel and refined by hand. Steel is Buster
+ Punch's most durable finish and will remain the
same for years to come.

Shown in steel

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=1173380
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