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PostKrisi Pendant
By Catellani & Smith

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 900 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 112.50

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80 CRI

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . . Italy

BULB NOT INCLUDED . . . . . . . . . . . . 1 x A19/Medium (E26)/8W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 33.46"W x 13.78"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . White Painted Fiberglass

Specifications

Description

The PostKrisi collection was Enzo Catellani's first
foray into working with fiberglass. While he was
initially intrigued by the material's light weight
and strength, he was captivated by the shadows
cast as it interacts with light. The PostKrisi
Pendant features an oblong shape with pointed
tips. As light passes by the rough edges of the
fiberglass, an irregularly shaped pool of light is
cast upon the room.Includes round Nickel
mounting plate to cover standard US junction
box, round Nickel canopy, and Grey braided fabric
cord.

Shown in nickel / white painted fiberglass

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=1173681
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