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Elva Filament Globe Med Base 6W 120V 2200K 95CRI 2-Pack

By Tala

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 480 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2200K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 95 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 360°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30000 hours

Technical Information

BULB INCLUDED . . . . . . . . . . . . . . . . G25/Medium (E26)/6W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.75"W x 5.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

The Elva Filament Globe G25 Medium Base (E26)
LED Bulb is a more compact version of the
popular Gaia bulb. Available tinted or non-tinted
this popular lamp works equally well in a pendant
or table lamp.Available in a 6 watt, 120 volt, 2200K
color temperature, 95+CRI, Clear: 480 lumens,
Clear Tinted: 420 lumens. Equivalent to a 40 watt
incandescent. IP54 rated for wet locations. Note:
Sold in a 2-pack.Dimmable with a low voltage
electronic ELV dimmer (see dimmer reference),
sold separately. Shown in clear
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