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E4 Pro 4IN Square Flanged Wall Wash Trim
By Visual Comfort Architectural

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

FUNCTION . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Wall Washer

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . . . Drywall with Trim

APERTURE SHAPE . . . . . . . . . . . . . . . . . . . . . . . . . . . Square

APERTURE SIZE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.800"

Technical Information

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 5.3"W x 5.3"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The E4 Pro Series 4 Inch Square Flanged Wall
Wash Trim is designed for use with the E4 Pro 4IN
Round Flanged Wall Wash Housing by Visual
Comfort Architectural to evenly illuminate walls
from top to bottom with no hot spots or
scalloping. With 361 degree rotation and 45
degree collar rotation, the trim can be easily
aimed precisely where the light is needed. The
trim is crafted from die cast aluminum for
durable construction with no sagging or seams.
Available in 2700K, 3000K, or 3500K static white,
3000K to 1800K warm dim, or 2700K to 5000K
tunable white. For use with drywall ceilings up to
1 inch thick.Note: A complete fixture requires a
trim and housing, sold separately.

Shown in white

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=1186109

	Project 1: 
	Company 1: 
	Location 1: 
	FixtureType 1: 
	ApprovedOn 1: 
	ApprovedBy 1: 


