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Square Accent MR16 12V Flood Spot Light
By Hinkley Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 340 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

BULB INCLUDED . . . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/4W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 4.5"W x 4"H x 4.5"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Magnetic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Square Accent MR16 12V Flood Spot Light is
constructed of aluminum and designed for harsh
environments. The frosted lens offers a 60 degree
beam spread. A wiring kit and 9 inch ground
spike is supplied.Note: Required low voltage
magnetic power supply and optional accessories
sold separately.

Shown in satin black
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Notes:
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