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MF1 Tree Mount Lag Screws
By Hadco by Signify

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . Stainless Steel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

MF1 tree mount pack of twelve (12) combination
stainless steel lag screws with hex nuts for
attaching canopies and ballast boxes in trees. 3
inch long hanger lag screw, 1/4-20 x 1.48 long
machine screw threads on one end and #14 x 1.50
wood screw threads on the other end. (2) 1/4-20
stainless steel black oxide hex nuts.

Shown in stainless steel

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=119236

	Project 1: 
	Company 1: 
	Location 1: 
	FixtureType 1: 
	ApprovedOn 1: 
	ApprovedBy 1: 


