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BL711 Mini-Bullyte with Mounting Stake - Floor Model
By Hadco by Signify

BULB NOT INCLUDED . . . . . . . . . . . . . . 1 x MR11/Bipin/35W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 2"W x 3.9"H x 4.4"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 35W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

BL711 Mini-Bullyte with Mounting Stake is
fabricated from die cast aluminum with
thermoset polyester powdercoat finish in Black or
Bronze. Double gasketed shroud and fully
adjustable swivel arm with vibration proof locking
teeth. Clear tempered glass lens. Includes 1.4 inch
diameter x 9.5 inch length S7 PVC stake with
integral .5 inch NPS fitter. Optional junction box
accessories available, sold separately. Required
low voltage remote transformer and optional
mounting accessories sold separately. NOTE: This
is a discontinued model and limited to quantity
on hand.

Shown in black
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