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DB Dome LED Bollard
By Hadco by Signify

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

Technical Information

BULB INCLUDED . . . . . . . . . . . . . 1 x A19/Medium (E26)/12.5W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 6"W x 31.75"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12.5W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Bronze

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

DB LED Bollard available in three sizes features a
die cast aluminum alloy housing and dome roof
with thermoset polyester powdercoat finish in
Black or Bronze. Symmetric optical assembly. Die
cast aluminum louvers with underside painted
with highly reflective white powdercoat.
Tempered glass globe. DB14 is 6 inch diameter x
14 inch height. DB21 is 6 inch diameter x 21 inch
height. DB30 is 6 inch diameter x 31.75 inch
height. All sizes include one 12.5 watt, 120 volt
Phillips LED Endura LED 2700K medium base A19
lamp, 800 lumens. Lamp life rated at 25,000
hours. Ballast assembly is mounted to an
aluminum plate which is mounted inside the
base. Quick disconnects for easy installation and
removal. For installation tube is mounted to the
base plate with three 5/16-18 flat head allen key
stainless steel tamper resistant screws. 5 inch
base diameter. ETL listed for wet locations.

Shown in black

CLICK TO VIEW PRODUCT
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