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Dexter Linear Pendant
By Seascape

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 2200 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 44.90

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 36000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . United States

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/49W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 48"L x 18"W x 6"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 49W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Silk Turquoise

Specifications

Description

The Dexter Linear Pendant features a trio of drum
shades supported by a horizontal metal beam. An
acrylic diffuser on the bottom of each shade
diffuses light from the integrated LED arrays to
provide softly diffused illumination. Dexter's
minimal modernist aesthetic makes it the perfect
addition to a contemporary dining room or lobby.
Available with Silk Fabric or Wood Veneer shades.

Shown in nickel / silk turquoise

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=1201387
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