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Aperture Pendant
By Seascape

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . United States

OTHER BULB OPTIONS . . . . . . . . . . . . 3 x B10/Candelabra (E12)/120V LED

BULB NOT INCLUDED . . . . . . 3 x B10/Candelabra (E12)/25W/120V Incandescent

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16"W x 9"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 75W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . Zebrawood Photo Veneer

Specifications

Description

The Aperture Pendant offers a modern take on
the classic drum pendant with a double walled
shade that creates an opening in the center of
the pendant. A ring-shaped acrylic diffuser covers
the bulbs to provide glare free illumination from
above. Aperture's shape will create a dramatic
display of light, especially when grouped in a
cluster of various sizes and heights.Note: Title 20
and 24 compliant when used with approved light
bulb. The Photo Veneer color options feature a
wood grain pattern printed on fabric. Shown in nickel / zebrawood photo veneer

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=1201421
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