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Illusion Color Select Pendant
By Modern Forms

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1554 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 76.93

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . 1 x LED/20.2W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 16"W x 10.375"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20.2W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Aged Brass

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Opal

Specifications

Description

The elegant Illusion Pendant emits beautiful,
consistent illumination through its mouth-blown
etched opal glass diffuser. Its simple design works
well for a range of applications, and it could be
suspended as a single light or in multiples across
a larger area.  This pendant comes pre-set to the
color temperature ordered and can be adjusted
to 2700K, 3000K, or 3500K using a switch inside
the canopy. Dimmable with a TRIAC or ELV
dimmer.

Shown in aged brass / opal
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Notes:
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