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Exterminator II 1035 H/J/L Track Head 120V
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 3120 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 86.67

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/36W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 5.25"W x 6.38"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 36W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The 1035 Exterminator II Track Head offers
superior light output in a small, unobtrusive
design and is ideal for upscale residential and
commercial environments. 360 degree horizontal
rotation and 180 degree vertical aiming. Features
a removable front cap for easy change of lenses
or accessories. Accommodates one lens accessory
and one glare control accessory., sold separately.
Choice of H, J, or L Track System compatibility.
Compatibility:L: Lightolier Lytespan 120 volt single
circuit trackJ: Juno 120 volt single circuit and two
circuit track systemsH: Halo 120 volt single circuit
line voltage track systemNote: 90CRI option is
only available in 2700K and 3000K. TRIAC and ELV
dimming.

Shown in black
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