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Solo Linear Pendant
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 3243 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 72.07

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 54000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/45W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 48"L x 8.12"W x 14.88"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 45W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The dynamic, flowing form of the Solo Linear
Pendant creates a striking display of light that will
attract attention in any space. The sinuous acrylic
diffuser houses an LED light source that
distributes light in all directions. Sleek electrified
cable eliminates the need for an unsightly power
cord, and the cable length can be easily adjusted
via push pin connecters on the canopy. Universal
input LED driver included within canopy. TRIAC,
ELV and 0-10V dimming.

Shown in black

CLICK TO VIEW PRODUCT

Notes:
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