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Interlace Oval Pendant
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 3302 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 57.93

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 54000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/57W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 39"W x 8.25"H x 14.75"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 57W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

Specifications

Description

Interlace Oval Pendant is composed of waving
bands of light that weave playfully in and out of
this modern design masterpiece. A continuous
construction, a flexible diffuser, and powered
aircraft cable suspension complete an overall
clean, seamless look. Dimmable with ELV (100%
to 10%) and 0-10V (100% to 5%) dimmers.

Shown in black / white

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=615613&option_id=1205927
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