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Noren S/72 Pendant
By Bover

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 2160 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 150.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 95 CRI

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . Spain

INTEGRATED LED MODULE . . . . . . . . . . . . . . . 1 x LED/14.4W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . 28.35"W x 47.24"H x 6.69"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-10V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14.4W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Terracotta

Specifications

Description

The Noren S/72 Pendant is named after the
traditional Japanese fabric dividers hung in
doorways and windows or between rooms. These
lightweight, decorative fixtures are constructed
out of Basotect sound-absorbing foam panels
covered in fire-resistant fabric, rated acoustic
absorption class A. Integrated LEDs cast a
downlight or both an uplight and downlight,
providing a soft layer of ambient illumination.
Multiple Noren pendants suspended together
can create a dramatic, sculptural installation that
manages light and sound and defines your space.
Note: Requires a 2 x 4 inch junction box.

Shown in black / terracotta

CLICK TO VIEW PRODUCT
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