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Pinpoint Color-Select Multi-Spot Recessed Downlight A

By DALS Lighting

Description

The Pinpoint Multi-Spot Color-Select Recessed
Downlight Trim with Housing features a
regressed fixed light source. Every fixture
includes a junction box with integrated
dimmable driver. Switch-selectable color
temperature: 2700K/3000K/3500K/4000K/5000K.
Can be daisy chained. TRIAC dimming (see
attached manufacturer reference). Optional
accessories sold separately.

Specifications

REFLECTOR/BAFFLECOLOR . . . . . . o v it N/A
BODYFINISH . . . . . oo Black
WATTAGE . . . o o e 3w
DIMMER . . . . oo Standard 120V
DIMENSIONS . . . . . oo 2"W x 2.38"H x 2'D
INTEGRATED LEDMODULE . . . . . . . . . . . ... .. 1x LED/3W/120V LED
COUNTRYOFORIGIN . . . . . oo China

Technical Information

APERTURESIZE . . . . . . . . . oot 1180"
APERTURE SHAPE . . . . . . . . . . . o it Square
HOUSING HEIGHT . . . . . . . o oot e e e e s 25"
HOUSINGTYPE . . . . . . . . oot Remodel IC
CEILINGTYPE . . . . . . . . o Drywall with Trim
FUNCTION . . . . o o s e Downlight
LAMPLIFE . . . . 50000 hours
COLORRENDERING . . . . . . . o oo e e e 90 CRI
LAMP COLOR . . . v v v v vttt e e CCT Select
LUMENS/WATT . . . . o oo s e e e 40.00
LUMINOUS FLUX . . . . . . oo oo e e 120 lumens

Shown in black
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CLICKTO VIEW PRODUCT

Notes:
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